
Rollup 01
RU-S1-4
The Rollup 01 is a single-sided, stylish and sleek retractable banner stand that is 
convenient and easy to use. 

dimensions:

- Comes with base, top rail, bungee pole, 
leveling feet, slider and grip rail, and

 carry bag
- Premium grip rail
- Single-sided

features and benefits:

- Black finish
- 3 piece bungee cord pole
- Lifetime warranty against manufacturers 

defects

We are continually improving and modifying our product range and reserve the right to vary the specifications without prior notice.  
All dimensions and weights quoted are approximate and we accept no responsibility for variance.  E&OE.  See Graphic Templates 
for graphic bleed specifications.
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Shipping dimensions:
38”(l) x 11”(h) x 5”(d)
965mm(l) x 279mm(h) x 127mm(d) 

Approximate total shipping weight (with 
graphic): 
14 lbs / 7 kgs

Approximate total shipping weight (with no 
graphic): 
11 lbs / 5 kgs 

Shipping

Hardware Graphic

Assembled unit: 
850mm: 34.65”w x 84.75”h x 7.08”d
880mm(w) x 2184mm(h) x 180mm(d)

Base dimensions:
34.5”(w) x 2.75”(h) x 9”(d) approx.
875mm(w) x 70mm(h) x 230mm(d)

Refer to related graphic template for more 
information.

Visit: 
www.exhibitors-handbook.com/
graphic-templates

Add lights to any of our banner stands.
LED Spot is recommended.

Graphic material:
11 mil. UV printed supreme melanex
premium 100% opaque fabric
14 oz. solvent printed anti-curl vinyl

WARNING: Always attach graphic to base 
and top rail before removing the locking pin. 
After fitting, the graphic should be left for 
24 hours before use to ensure the adhesive 
bonds sufficiently. Opening the base will 
invalidate the product warranty.

additional information:

leveling foot

carry bag



Graphic to top rail attachment (metal insert)

Set-up
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Assemble three-piece bungee pole
Gently lean the unit back and pull 
the graphic up by the top rail

Peel film to expose adhesive; place
metal insert from graphic rail on top
back side of the graphic point

Loosen each screw from the rail
using provided allen key and remove
metal insert (do not remove screws)

Press down on the metal insert to
make sure adhesive is secure on
graphic

Insert the metal insert with
graphic attached into the top
graphic profile rail

Once aligned pull adhesive tape 
slowly while applying pressure to 
graphic to adhere tape

Place additional masking tape to 
the back of the graphic for extra 
protection

Secure pole in the base of stand Leveling feet located under unit

Graphic to base attachment
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Tighten the screws back in place
to hold metal insert and graphic
with allen key

Line the bottom of the back of the 
graphic print with adhesive tape on 
white leader strip



Remove pin while holding onto 
the graphic so the graphic does 
not retract back in quickly 65

Slowly retract the graphic back 
into the base4Pull graphic completely out

Slowly let the graphic slide down. 
While pin is in your hand slide in hole 
until you feel the opening. This will 
lock the graphic out. 7


